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 Implementing Strict Quality Management System 

 �Certificated by Quality Assurance Standard (ISO9001)
And Environmental Management Standard (ISO14001)

Quality Control

Sales Network
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ILJIN Diamond Slurry

Introduction 

Applications

Merits of ILJIN Diamond Slurry

ILJIN Diamond Slurry brings satisfactory results for lapping 
and polishing of ceramics, glasses and metals.
ILJIN Diamond Slurry decreases time consumption for clean-
ing materials by reducing multiple lapping and polishing phas-
es to one single step.

� Ceramics : Sapphire, SiC, GaN, etc

Glasses

Plastics

Metals

Consistent quality

High removal rate

Superior cleaning capability

Surface finishes to 20nm Ra

Macro scratch free

� Long term stability

➊ ➋ ➌

➊ Slurry type   
➋ Diamond concentration cts/L   
➌ Diamond type/ Size 

Slurry type Viscosity(cSt)

IOS-52 ~5

IOS-62 5~10

IOS-72 10~50

IOS-82 50~

Slurry type Viscosity(cSt) pH Value

IWS-52 ~5 9.0

IWS-62 5~10 9.0

IWS-72 10~50 9.0

IWS-82 50~ 9.0

Dia. type Polycrystlline Monocrystalline

1/10㎛ MP/P-1/10 MP/M-1/10

1/5㎛ MP/P-1/5 MP/M-1/5

1㎛ MP/P-1 MP/M-1

2㎛ MP/P-2 MP/M-2

3㎛ MP/P-3 MP/M-3

4㎛ MP/P-4 MP/M-4

6㎛ MP/P-6 MP/M-6

8㎛ MP/P-8 MP/M-8

9㎛ MP/P-9 MP/M-9

15㎛ MP/P-15 MP/M-15

30㎛ MP/P-30 MP/M-30

※ Other diamond types/ sizes available

Order codes Custom specifications available on request

Oil-Based Diamond Slurry 

Water-Based Diamond Slurry

Diamond type/Size

▶ Example  Custom formulation of Diamond Slurry is available by varying 
diamond type, size, concentration, pH, and viscosity in accor-
dance with the process requirements. Contact us for recom-
mendation on proper formulation of Diamond Slurry.

IWS-5 2   /   20 MP   /   P-3


