TUNGSTEN CARBIDE
RODS and BLANKS

» Excellent wear resistance and toughness
by ultra fine WC grain size

« Various choice from micro(Dia 1.1) to macro(Dia 25.2)
« Globally proven product

« Manufactured by one step sinter-HIP process




Ve 7z

Excellent Wear Resistance & Toughness

by ultra fine grain size

Grade Specification and Application

Density Hardness TRS WC Co I Diameter
Grade (g/cm®) (Mpa) (um) (%) Application (mm)
HV  HRA “
N810X 14.55 1,980 94.0 4,300 0.3 7.5 PCB Micro Drill : < ©0.35 ®1.15~d1.52
N810A 14.47 1,960 93.9 4,400 0.3 8.2 PCB Micro Drill : ©0.20~®0.40 ®1.15~d1.52
M710 14.61 1,930 93.8 4,100 0.5 7.5 PCB Micro Drill : > ©0.40 ®1.15~d1.52
EF6A 1475 2,020 94.2 3,700 0.5 6.0 PCB Router & End mill ®3.30
Density Hardness TRS WC Co - Diameter
Grade (g/cm®) (Mpa) (um) (%) Application (mm)
HV  HRA “
End Mill, Drill
HRC > 50 Steel, Cast iron,
EF8 1457 1,920 93.8 4,050 0.5 8.0 Al & Non-ferrous metal, Graphite »1.5~025.2
& fiber reinforced materials
Dental Bur
End Mill, Drill, Reamer
HRC < 50 Steel, Cast iron, Stainless
EF10 1435 1,760 92.7 4,100 0.5 10.0 steel, Al & Non-ferrous metal, »1.5~925.2
Graphite & fiber reinforced materials
Dental Bur
End Mill, Drill, Reamer
EF12 1415 1,640 92.1 4,200 0.5 12.0 HRC < 45 Steel, Cast iron, Stainless = $2.2~®25.2
steel, Al & Non-ferrous metal
End Mill & Drill
ED6 1459 1,790 928 3000 08 65 io-CVDDiamond Coating 3.2~ 25.2
Non-ferrous & Non-metal
materials(Graphite)
End Mill, Drill
TH908 14.44 1,680 92.2 3,600 0.8 9.5 HRC < 45 Steel, Stainless steel, ®3.2~025.2

Non-ferrous metal




Solid Rods unit:mm
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Central Straight 1 Hole Type Rods unit:mm
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Straight 2 Hole Type Rods unit:mm
Helical 2 Hole Type Specification (Helix 30)
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About ILJIN GROUP

=SEEmES  January 22, 1967
Dohwa-dong, Mapo-gu, Seoul

Approx. $2.5 Billion

Overseas ILJIN USA, ILJIN CHINA, ILJIN EUROPE,

Network ILJIN JAPAN
5,000
ILJIN Electric

Jeonju Television ILJIN Diamond

ILJIN Steel

ILJIN Materials % ILJIN

Diamond

ILJIN Unisco ILJIN Semiconductor

ILJIN Display



Quality Control

[/ Implementing Strict Quality Management System

L7 Certificated by Quality Assurance Standard (ISO9001)
And Environmental Management Standard (ISO14001)

Sales Network

Germany
Frankfurt
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Korea Japan
Soeul Tokyo
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North US.A

America ILJIN USA Inc.
652 N. Sam Houston Parkway E. Suite 140, Houston, TX77060 USA
TEL : +1-281-448-5111 FAX : +1-281-448-5114

Europe Germany
ILJIN EUROPE GmbH.
Mergenthaler Allee 23/25, 65760 Eschborn, Germany
TEL : +49-6196-88759-0  FAX : +49-6196-88759-20

cofrac

IS0 9001

KOREA

Headquarters  5F, ILJIN Building 50-1, Dohwa-dong, Mapo-gu, Seoul, Korea

TEL : +82-2-707-9086  FAX : +82-2-707-9378

Plant  614-2, Oryu-Ri, Daeso-Myun, Eumsung-Gun, Chungcheongbuk-Do,

East/
Asia Pacific

369-820, Korea

Houston

JAPAN

ILJIN JAPAN Co., Ltd.

Bejita Bldg. 4F, 2-7-7 Shibadaimon, Minato-ku, Tokyo, 105-0012 Japan
TEL : +81-3-5405-2820  FAX: +81-3-5405-3577

CHINA

ILJIN CHINA Co., Ltd.

3F-C, Baona B/D(LP Tower) No.25, Xianfeng ST., Shanghai, China, 201103
TEL : +86-21-61268711 FAX : +86-21-61268713

ILJIN www.iljindiamond.com

Diamond



