
● Best Solution for Longer Tool Life & Cutting Ability
● Excellent Thermal & Chemical Stability
● Outstanding Performance to Meet Customers Needs 

* Customized product with special PSD is available upon request

Grade

Available Size

 IMPCA : Amber
 IMPCB : Black

·  Regular Shape Uniform & Constant Size 
Distribution

·  Superior Sirface Quality (Finish)
·  Shorter Process Times

·  High Metal Bonding 
Properties

·  Superior Toughness 
and Impact Stength

·  High Wear Resistance
·  High Metarial  
Removal Rate  
Superior Surface 
Quality (Finish)

·  Shorter Process Times

·  Low Toughness and 
Impact Strength

·  Superior Friable 
Shape 

·  Continuous Cutting 
Edge

·  Superior Surface 
Quality (Finish)

·  Shorter Process Times

SEM
Image

Properties

Size
Range(㎛) Mesh Size

Diamond CBN
IMPM IMPR IMPCA IMPCB

40-60 #400 √ √ √ √

40-50 #500 √ √ √ √

35-45 #550 √ √ √ √

30-40 #600 √ √ √ √

22-36 #700 √ √ √ √

20-30 #800 √ √ √ √

15-25 #1000 √ √ √ √

20.10월 #1200 √ √ √ √

12.8월 #1800 √ √ √ √

10.6월 #2000 √ √ √ √

10.5월 #2200 √ √ √ √

8.4월 #3000 √ √ √ √

6.4월 #4000 √ √ √ √

6.2월 #5000 √ √ √ √

5.2월 #7000 √ √ √ √

4.2월 #8000 √ √ √ √

3.1월 #11000 √ √ √ √

0-3 #12000 √ √ √ √

2.1월 #13000 √ √ √ √

0-2 #14000 √ √ √ √

0-1 #60000 √ √ √

0-0.5 #100000 √ √ √
0-0.25 #200000 √ √ √
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Quality Control

Sales Network

China
Shanghai

 Implementing Strict Quality Management System

  Certified by Quality Assurance Standard(ISO9001) 
and Environmental Management Standard(ISO14001)

 Headquarters 5F, ILJIN Building 50-1, Dohwa-dong, Mapo-gu, Seoul, Korea
  TEL : +82-2-707-9086     FAX : +82-2-707-9378

 Plant  614-2, Oryu-Ri, Daeso-Myun, Eumsung-Gun, Chungcheongbuk-Do,  
369-820, Korea

 CHINA
 ILJIN CHINA Co., Ltd.
 3F-C, Baona B/D(LP Tower) No.25, Xianfeng ST., Shanghai, China, 201103
 TEL : +86-21-61268711 FAX : +86-21-61268713

Europe  GERMANY
 ILJIN EUROPE GmbH.
 Mergenthaler Allee 23/25, 65760 Eschborn, Germany
 TEL : +49-6196-88759-0 FAX : +49-6196-88759-20

 Americas  U.S.A
 ILJIN USA Inc. 
 11999 Katy Fwy Ste. 605, Houston, TX 77079 USA 
 TEL : +1-281-448-5111 FAX : +1-281-448-5114

East/  JAPAN
Asia Pacific ILJIN JAPAN Co., Ltd.
  HAMAMATSUCHO GENERAL B/L 7F, 2-2-15, Hamamatsu-cho,  

Minato-ku, Tokyo, 105-0013 Japan
 TEL : +81-3-5405-2820 FAX : +81-3-5405-3577



Grade

Grade

Ni Coated Diamond
N56, N30(Cluster Type) NS(Splky Type) C50(Copper Coating)

Ni Coating Ti Coating

Cu Coated Diamond

Grade

Toughness & Shape
Toughness & Shape

Available
Mesh Size

Available
Mesh Size

Application

Application

WC + Streel Combination WC + PCD Combination
Tool Grinding :  PCD/PCBN,  

Tungsten Carbide 
HSS, Ceramics

Hard Bond
Deep DOC, Hard Condition
Long Wheel Life

Soft Bond
High Surface Quality
Low Power Consumption

Cermets, Ceramics
Ultra Fine
Tungsten Carbide

IRD Series is available with Ni coating (30-60wt% range of Cluster type, Spiky type) and Cu coating
(50wt%) in all mesh sizes upon request

IBN Series has continual cutting edge suitable for grinding hard ferrous material.
IBN Series is available with Ni coating for Resin bomd wheels and Ti coating for Metal bond wheels to improve retention force

Available
Mesh Size

Application

Image

Image

Grade

Grade Grade

Hard Work Condition Soft Work Condition 

IMD Series is available from a perfect shape to the good fracture shape and can be also provided with a variety of mesh sizes.
IMD Series is available with Ti coating that improves the capability of superb retention in the metal bond wheel.

·  Sawing of Granite &  
Ceramic Tiles

·  Rough Polishing of Granite
·  Reinforced Glass Edge
·  Ferrite Motor Core

·  Core Drill of 
Glass

·  Crystal &  
Glass  
Decorating 
Groove

·  Silicon Nitride
· OD Grinding
·  Middle Stage 
Grinding of  
Crystal &  
Granite

·   Glass Edge-  
Normal,  
TFT-LCD

·  Moto Glass  
Edge

·  Cut-off Wheel  
for Crystal or 
Glass

·  Final Polishing  
of Granite

·  GMP Pad  
Conditioner 

·   Fired Tungsten 
Carbide

·  Dental Burrs 
·  Beveling of  
Glass and Mirror

·  Cut-off Wheel  
for Glass & 
Quartz

·  Ferrite Grinding 

·   Electroplated 
Tools

·  Grinding of WC 
·  Polishing of 
Ceramic Tiles, 
Stones

·  Blocky 
Shape

·  Metal 
Bond

·  Heavy 
Grinding 
Condition

·  Standard  
&  
Conventional

·  Metal Bond
·  Heavy 
Grinding 
Condition

·  Friable & 
lrregular 
Shape

·  Low 
Grinding 
Power 

·  High 
Efficiency 
Production

·  High  
Self- 
Sharpering

·  High Self-Sharpering
·  Low Grinding Power 
·  Sharp Cutting Edge
·  Cam Grinding

·  Carbon / Alloy Steel
·  Nickel / Cobalt-Based Steel
·  Hardened Tool Steel
·  Horning of Cast lron

·   Friable & 
lrregular 
Shape

·  Low 
Grinding 
Power 

·  Sharp 
Cutting 
Edge
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